Protects the value of wood

Product Description

Remmers Aidol HK-STAIN is a unique premium wood preservative stain for indoor/outdoor use.

Features & Benefits

The preservative in Aidol HK-Stain penetrates deeply and provides 6X protection against
moisture, UV rays, insects/termites, fungus, mould/algae and blue stain according to DIN 68 800,
part 3. The stain does not flake or peel. It gives natural look and matt finish.

Range of Use

For treating wood without static loads or ground contact, e.g., windows, window frames, doors,
door frames, wooden gates, garden furniture, wooden panels, wooden walls, wooden cladding etc.

Recommended Application

Prepare the fresh surface by sanding/grinding to make it smooth. Fill the pores, if any, using suitable
putty. Remove old coatings such as thick-layer stains and finishing paints. The wood must be clean
and dry. Aidol HK Stain can be applied by brush, spray, dipping and flow coating. The product is
ready to use after thorough stirring or shaking.

Application Procedure

Product Article No. Application Rate* Drying Time

1° Coat
Aidol HK-Stain
Brushing/Spraying 2250-92 80-100 ml/m? 6 Hrs

2" Coat
Aidol HK-Stain
Brushing/Spraying 2250-92 50-80 ml/m? 6 Hrs

*Application rate may vary depending upon the type of wood.

¢ When coating over with water based coating materials, please check adhesion.

* Aidol HK-Stain Clear should only be used for surfaces that are not directly exposed to weather
such as roof under faces, etc.

* Wood such as Oak, Red cedar, Afzelia, Redwood, etc. that contains coloured substances may
"bleed" when exposed to precipitation which can stain light masonry work or render. We
recommend that end grain areas be additionally sealed with PUR Aqua Top 1K or Aidol LT-Stain
inthe same colour (use atleast 2 coats).

¢ Wood preservatives contain biocidal ingredients to protect wood from pests. They should only be
used according to directions and only in the approved application areas. Misuse may harm health
and the environment.

* Lowertemperatures and higher humidity delay drying.

* Do not use on wood that will come in direct contact with food or animal feed.

e Store coolanddryin closed, original containers.



Density : Approx. 0.85 g/cm? at +20 °C

Viscosity : Approx. 32 sec in a 3 mm flow cup at +20 °C
Degree of gloss : Silk matt

Odour : Odourless after drying

Flash point : Approx. 63 °C

Colours :

light oak mahogany palisander pine
teak nutwood clear stone pine/larch
Shelf Life : 3 years from the date of manufacturing in closed,

original containers. Store cool and dry.

Clean tools immediately after use with a Available in 750 ml,
thinner and dispose of the remains properly. 2.5 litre and 5 litre
Larger quantities of leftover product must be tin cans

disposed of according to valid regulations

given in the original container. Completely RAL

empty containers should be recycled.
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» Keep out of reach of children. Keep away from food, beverages and animal feed.

e Donotinhale vapour/aerosol.

* |tis advisable to wear suitable protective gloves and face/eye protection when working.

e |f swallowed, seek medical attention immediately and see container or label.

e Use only in well ventilated areas. Do not release into the environment

* Kindly refer to the MSDS for Aidol HK-Stain which gives detailed information on safety
measures while handling the product.

The statements above are compiled from our field of
production and according to the latest technological
developments and application techniques.

Since application and working are beyond our control, no

liability of the producer can be derived from the contents of
this information sheet. Any statements made beyond the
contents of this information must be confirmed in writing by
the producer.

In all cases, our general conditions of sale are valid. With the
publication of this Product Information Sheet all previous
editions are no longer valid.
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For more information on our products and services

visit us at Remmers India Pvt. Ltd.

www_.remmers.in 312 A, Centrum Plaza, Golf Course Road,
or write to us at Sec-53, Gurgaon-122002, Haryana, India
info@remmers_in Tel :+91-124-4009131-33

Fax : +91-124-4009134



